
A few of the systems features  

Å Automated calibration 

Å Reduced zero error (due to wedge 
  construction and wear)  

Å Multiplexed, interleaved scanning 

   for thickness and velocity  

Å Fast inspection rates 

Å Easily viewable A-scan display  

Å Automated data acquisition 
Å Graphical display 

Å Automated reporting 

Å Access to TOF data 

Å Reliable trending 

Å Flexibility in velocity application 
Å View velocity data 

Å Reduce noise in data 

The ScanTech Instruments D2S System 
               (Paper Machine Inspection System) 

Dual 

   Dryer 

    Scanning 

       System 

The AnalystTM D2S is a dual -dryer scanning system designed to fill the unique re-
quirements of ultrasonic inspection on cast iron paper machine dryer rolls. The sys-
tem scans and records velocity and time of flight information, insuring proper cali-
bration at any point on the roll. The D2S also provides the flexibility and reporting 
capabilities of the AnalystTM software.  

The complexity in doing ultrasonic inspection on cast iron paper machine dryer rolls 
arises from the fact that the velocity of sound travel in the material is not constant as 
it is in normal isotropic materials such as carbon steel.  
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System 

The ScanTech D2S system incorporates the latest technology 
in dryer roll inspection. Our system comes complete with eve-
rything needed to do complete and accurate inspections of 
dryer rolls.  
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Training on full system 

 

 

D2S DRYER INSPECTION ADD -ON FOR  ANALYST PACKAGE  
 

D2S Add -in for Analyst Package includesé. 
 

D2S Analyst  software add -in (auto calibration, dual scan, etc.)  
Mini -mux instrument  
BNC to Lemo 00 (scope to mux) cables (2 w/ spare)  

Mux control cable w/ spare  
Sync cable w/ spare (dependent on UT instrument)  

Additional circuitry for Analyst  Interface  
D2S Calibration blocks (1 brass 1 carbon)  
 
D2S Probe  
 

For use on cast iron dryer rolls  
Dual -type  thickness transducers  

Pitch -catch velocity measurement transducers  

SMA connectors  

Couplant feed fittings  

Composite elements for maximum signal return  

 
D2S Probe Adapter for X1B  

 

Mounts D2S probe on C1 scanner  
 

 

 

 

X1B /D2S Main cable  
 
For using D2S system with the X1B scanner  
55 ft length  
Sheathed assembly  
High quality connectors  
Couplant quick -connect  
Includes second cable assembly as a spare  

Complete system in heavy  duty  

Pelican cases 



Software 

The ScanTech Analyst software powers the D2S system. This powerful software 
makes performance and repeatability easier to attain through mechanical and 
software engineering. Real world conditions are always a factor in the effort to 
maintain the latest standards of the industry. Overcoming these conditions and 
limitations drives the on going research from the ScanTech team to make a 
quality product for your scanning needs.  

Overlay B scan view 

Data table of scan 

Full report printed in seconds 
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Fast     Reliable    Repeatable  Tech Friendly 

One year free Tech support 

and software maintenance 

Set up of scan plan fast and easy 


